JAGA Systems

Portable Wireless Electrophysiology

multichannel - compact - affordable

How to use JAGAI1G6
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1. What is included in JAGA16

Router

Ethernet ¥ | Batter
cable  Power cord Battery chargg’r
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2. Power the router

Power cord

Make sure the router is blinking.
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4. Power JAGA
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4. Power JAGA
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5. Start the software
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5. Start the software

@ Acquisition
File | Tools | Help
Basic setup (single station) Channel Manager Open datafolder | Tabbed view v
I
Sho Options clusters Rasters ISI Field potentials/EEG
Status Diagnostics
Refresh preamplifier (NI-DAQ only) [ Save vid Save raw | Enter
SEssion name tracking (separate file) subject name:
b Station 1 B . Siliect]
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Station 1

Station 1
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5. Start the software

o) Select Experiment settings and digital acquisition (DAQ) device
Experiment defaults =
Default recording type ! -
(® Neural spikes
(O EEG/LFP

Number of chambers for recording
|| (NI-DAQ only) Use all 32 channels for single box

[] Show advanced DAQ device information

Choose device(s)

Simulated device, (Simulated Device)
National Instruments Device, ()
JAGA16 wireless device, ()

JAGA Penny wireless device, ()
OpenEphys device, ()
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Data streams wirelessly into your laptop.

O X

[] Pause Screen

CLICK “Start display”

Field potentials/EEG

@ Acquisition

File Tools Help

e} 17 .
f S Start elisplay

Show Spikes

Stop display Channel Manager

Sort clusters Rasters

Show session status
[[] Show thresholded Spikes, station 1
[] Show grid
Trodalness

1
Zoom: 1x

Mute Audio

Auto threshold

Time range:
Oto 96ms
Voltage range:

0 0,\/ 0 0,..\/
48.8uVto 48.8uV

-20.04

Station 1

Channel 1
Reference: Ground




6. How to charge battery
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Enjoy your experiments!
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